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David Rigby 
Technical Director 
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SUMMARY OF REPORT / FINDINGS 

In accordance with EN 1177:2018 test specimen(s) of impact attenuating material were 
struck by an instrumented headform in a defined series of impacts from different drop 
heights. The signals emitted by an accelerometer in the headform during each impact 
were processed to yield a severity from the measured impact energy, defined as head 
injury criterion (HIC) and peak acceleration (gmax). 
The HIC and gmax of each impact was plotted and the critical fall height was determined 
as the lowest drop height producing a HIC value of 1,000 or a gmax value of 200. 
 
The test specimen(s) submitted met the requirements of EN 1177:2018 when tested 
under laboratory conditions on the 27/11/2020. 
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SCOPE OF TESTING / PROJECT 

EN 1177:2018 specifies a method for determining the impact attenuation of playground 
surfacing. It defines a “Critical Fall Height" for surfacing, which represents the upper limit 
of its effectiveness in reducing injury when using playground equipment conforming to 
EN 1176. It is based on the safety principles given in EN 1176-1 for playground equipment 
and provides a method for the assessment of impact attenuation of surfaces intended 
for use in the impact area as defined in EN 1176-1. 
Surfaces fulfilling the test requirements of EN 1177:2018 are considered to be in 
compliance with the requirements for impact attenuation in EN 1176-1. 
 
Injuries arise during the use of playground equipment for a variety of reasons and the 
great majority are minor. Even the presence of protection features like impact 
attenuating surfacing is known to affect the behaviour of children, as well as carers and 
play providers, which in turn can affect the risk. The majority of more serious injuries are 
attributable to falls and there are many factors that influence injury mechanisms during 
a fall that are independent of the surfacing, e.g. body orientation, awkwardness of fall, 
bone density, etc. 
The most severe injuries are likely to be injuries to the head. Recent research has 
indicated that arm and leg injuries are more frequent and could be influenced by the 
duration of the acceleration pulse. The committee responsible for EN 1177 maintains a 
constant review of research in this area for possible use in a future revision of the 
standard. The committee recognizes that there is a relationship between the risk of arm 
and leg injuries and surface type but takes the view that such injuries are not usually in 
the most severe category. At present the available injury data can be taken into account 
by limitation of the maximum (peak) acceleration. 
Consequently, the committee has chosen to make its priority the reduction of the 
likelihood of serious head injuries caused by a fall from playground equipment, because 
even though such injuries are relatively uncommon, they can have the most severe 
consequences. The severity of injury resulting from an impact to the head can be 
quantified in terms of Head Injury Criterion (HIC) and the level of HIC = 1,000 together 
with the upper limit of the peak acceleration of gmax = 200g have been chosen as the 
upper limits for surfacing when assessed in accordance with EN 1177. 
 
Limiting the HIC value at a maximum of 1,000 is equivalent to a 3% chance of a critical 
head injury (MAIS 5), an 18% probability of a severe head injury (MAIS 4), a 55% 
probability of a serious head injury (MAIS 3), a 89% probability of a moderate head injury 
(MAIS 2), and a 99.5% chance of a minor head injury (MAIS 1), to an average male adult. 
Limiting gmax to a maximum of 200g as well as limiting HIC to a maximum of 1,000 takes 
account of impacts of very short duration and follows the current research on arm 
injuries as a means of improvement to EN 1177.  
 
The Maximum Abbreviated Injury Scale (MAIS), was first developed by the Association 
for the Advancement of Automotive Medicine and is used extensively in the automotive 
industry as an indicator of the severity of head related injuries. 

 



TECHNICAL REPORT 
 

 

Report Number LSUK.20-0703 
Page 3 of 12 Date 03/12/2020 

This report contains 12 pages, it may not be used for commercial purposes unless it is reproduced in its entirety 

LABOSPORT LTD, Unit 3 Aerial Way, Hucknall, Nottinghamshire, NG15 6DW, England (5185905) www.labosport.com +44 (0) 115 968 1998 info@labosport.co.uk 

 

TEST PROCEDURE / STANDARDS 

EN 1177:2018 – Impact attenuating playground surfacing – Determination of critical fall    
height 
 
EN 1176-1:2017 – Playground equipment and surfacing – Part 1: General safety 
requirements and test methods 
 
EN 933-1:2012 – Tests for geometrical properties of aggregates – Part 1: Determination 
of particle size distribution – Sieving method 
 
EN ISO/IEC 17025:2017 – General requirements for the competence of testing and 
calibration laboratories 

 

PRODUCT (DETAILS / DESCRIPTION) 

Impact attenuating material referred to as “Play Area Softwood Chips” at depths of 
100mm, 200mm and 300mm. The material has a size grading of 5mm – 30mm. 
 
This information was supplied by the client. 

 

TEST CONDITIONS 

The test specimen(s) were tested at 23 ± 2°C and 50 ± 10% relative humidity and 
conditioned for a minimum of 24 hours prior to testing commencement. 
 
The test specimen(s) had a surface temperature of 21.2°C at the commencement of 
testing. 
 
All tests were carried out loose laid on a flat, rigid concrete, or equivalent substrate of 
sufficient mass, density and thickness that its deformation during the test made no 
significant contribution to the test result.  
 
For testing of particulate material, a test frame without a base was used, with internal 
dimensions of 1m x 1m. 
 
For products intended to be laid over another layer, the entire system, surfacing with 
under layer(s) was tested. This is classed as a composite product. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND HEAD INJURY CRITERION (HIC) VALUES 

Play Area Softwood Chips at 100mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.00 321 305 306 325 329 338 351 326 341 Yes 

2.35 410 415 428 436 448 410 452 418 486 Yes 

2.70 508 525 551 536 584 518 529 556 560 Yes 

3.00 594 604 625 648 651 623 638 609 628 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND PEAK ACCELERATION (GMAX) VALUES 

Play Area Softwood Chips at 100mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.35 51 55 51 51 52 53 55 51 52 Yes 

2.55 59 61 62 63 64 62 62 60 61 Yes 

2.75 68 68 69 69 71 70 70 70 68 Yes 

3.00 78 78 81 81 83 81 80 78 79 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND HEAD INJURY CRITERION (HIC) VALUES 

Play Area Softwood Chips at 200mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.00 229 236 243 245 218 214 231 239 224 Yes 

2.35 325 336 350 337 314 330 314 353 345 Yes 

2.70 407 368 416 385 431 375 357 407 377 Yes 

3.00 454 403 426 421 433 467 460 456 456 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND PEAK ACCELERATION (GMAX) VALUES 

Play Area Softwood Chips at 200mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.00 64 67 67 67 62 63 66 66 64 Yes 

2.35 78 78 81 79 74 79 76 82 81 Yes 

2.70 87 83 88 85 91 84 81 89 83 Yes 

3.00 92 85 88 88 89 98 83 92 92 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND HEAD INJURY CRITERION (HIC) VALUES 

Play Area Softwood Chips at 300mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.00 151 160 171 169 170 177 170 180 165 Yes 

2.35 231 216 235 230 213 215 202 195 238 Yes 

2.70 265 267 260 261 258 264 265 255 253 Yes 

3.00 300 298 305 312 301 296 304 315 310 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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TEST RESULTS CRITICAL FALL HEIGHT (CFH) AND PEAK ACCELERATION (GMAX) VALUES 

Play Area Softwood Chips at 300mm 

Drop height (m) 
Test position Delta T Lowest CFH (m) 

1 2 3 4 5 6 7 8 9 
≥3ms 

>3.00 

0.00 0 0 0 0 0 0 0 0 0 

2.00 49 52 55 53 56 56 55 57 56 Yes 

2.35 63 62 65 65 63 62 61 59 66 Yes 

2.70 69 71 70 70 70 71 70 69 68 Yes 

3.00 74 73 75 76 74 74 76 75 74 Yes 

CFH (m) >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 >3.00 Yes 

These results are only valid for impact events with a HIC duration (Delta T) of more than 3 ms, i.e. (t2 – t1) ≥ 3 ms. 
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DISCUSSION 

The test specimen(s) submitted were found to have critical fall height values of: 
 
Play Area Softwood Chips at 100mm     >3.00m 
Play Area Softwood Chips at 200mm     >3.00m 
Play Area Softwood Chips at 300mm     >3.00m 
 
The maximum Free Height of Fall (FHF) on playground equipment conforming with EN 
1176-1 is 3m (see EN 1176-1:2017, 4.2.8.1). 

 

CONCLUSIONS 

The test specimen(s) submitted met the requirements of EN 1177:2018 when tested 
under laboratory conditions. 
 
All measurements were conducted with an uncertainty of ± 7%. This uncertainty is based 
on the findings of a round robin test conducted by CEN in 2011. 
 
The results relate only to the test specimen(s) received and tested. 
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APPENDIX A 

Diagram showing all test positions Example of time / acceleration curve 
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Product photograph – Play Area Softwood Chips 
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APPENDIX B 

Time / acceleration curve – Play Area Softwood Chips at 100mm Time / acceleration curve – Play Area Softwood Chips at 
200mm 

  

Time / acceleration curve – Play Area Softwood Chips at 300mm  

 

 

 


